
SystemReady
Certificate of Compliance

Company: HPE

SRS / BSA details: SRS v2.2 / BSA v1.0c  / SBSA Level 4

Additional information: 

Firmware version:

ACS version: SystemReady SR ACS v2.0.0

BBR details: SBBR (BBR v1.0)

Date issued: 05/29/2025

SoC family: NVIDIA GH200 Grace Hopper Superchip

System: ProLiant Compute DL384 Gen12

Tested operating systems: Operating systems that were tested successfully for SystemReady 
compliance (as required by Arm SystemReady Requirements Specification) 
but are not currently supported on this system:

• Windows PE Build 27798

• SUSE Linux Enterprise Server 15 SP6

• Red Hat Enterprise Linux 9.5 (Plow)

Arm SystemReady certification: SystemReady SR v2.5 with Security Interface Extension v1.2

This document certifies that the following company and system have passed the specified version 
of the Architecture Compliance Suite (ACS), in the below-stated SystemReady band.

BBSR details: BBSR v1.2

• UEFI (System ROM): R13 v1.22 (04/18/2025)
• BMC FW: iLO 6 1.68 Apr 24 2024

HPE Support Center

https://www.hpe.com/us/en/home.html
https://www.nvidia.com/en-us/data-center/grace-hopper-superchip/
https://www.hpe.com/us/en/compute/proliant-dl384-gen12.html
https://support.hpe.com/connect/s/?language=en_US
https://github.com/ARM-software/arm-systemready/tree/main/SR/prebuilt_images/v23.09_2.0.0


SystemReady
Certificate of Compliance

Company: HPE

BSA details: BSA v1.0  / SBSA Level 4

Additional information: 

Firmware version:

ACS version: SystemReady SR ACS v2.0.0-BETA-0

BBR details: SBBR (BBR v1.0)

Date issued: 06/10/2023

SoC family: Ampere Altra Max 64-Bit Multi-Core Arm Processor

System: HPE ProLiant RL300 Gen11

Tested operating systems: 

Operating systems that were tested successfully for SystemReady 
compliance (as required by Arm SystemReady Requirements Specification) 
but are not currently supported on this system:

Note: For a complete list of Operating Systems supported by HPE, please 
refer to  HPE Servers OS Support and Certification website.

• RHEL 8.6
• Ubuntu Server 22.04.2 LTS

Arm SystemReady certification: SystemReady SR v2.4 with Security Interface Extension v1.2

This document certifies that the following company and system have passed the specified version 
of the Architecture Compliance Suite (ACS), in the below-stated SystemReady band.

BBSR details: BBSR v1.2

• UEFI (System ROM): version R11 v1.40 (09/21/2023)
• BMC FW: version iLO 6 1.51

• HPE Support Center
• HPE ProLiant RL300 Gen11 Server User Guide
• HPE ProLiant RL300 QuickSpecs

https://www.hpe.com/us/en/home.html
https://amperecomputing.com/products/processors
https://www.hpe.com/us/en/servers/proliant-rl-300.html
https://support.hpe.com/connect/s/?language=en_US
https://support.hpe.com/hpesc/public/docDisplay?docId=sd00002197en_us&docLocale=en_US
https://www.hpe.com/psnow/doc/a50004294enw?section=Document%20Types
https://techlibrary.hpe.com/us/en/enterprise/servers/supportmatrix/index.aspx
https://support.hpe.com/connect/s/product?language=en_US&ismnp=0&l5oid=1014682063&cep=on&kmpmoid=1014682063&tab=driversAndSoftware
https://support.hpe.com/connect/s/softwaredetails?language=en_US&softwareId=MTX_dbba3cc7f8044552a8db1f4394


SystemReady
Certificate of Compliance

Company: HPE

BSA details: BSA v1.0  / SBSA Level 4

Additional information: 

Firmware version:

ACS version: SystemReady SR ACS v2.0.0-BETA-0

BBR details: SBBR (BBR v1.0)

Date issued: 05/10/2023

SoC family: Ampere Altra 64-Bit Multi-Core Arm Processor

System: HPE ProLiant RL300 Gen11

Tested operating systems: 

Operating systems that were tested successfully for SystemReady 
compliance (as required by Arm SystemReady Requirements Specification) 
but are not currently supported on this system:

Note: For a complete list of Operating Systems supported by HPE, please 
refer to  HPE Servers OS Support and Certification website.

• RHEL 8.6
• Ubuntu Server 22.04.2 LTS

Arm SystemReady certification: SystemReady SR v2.4 with Security Interface Extension v1.2

This document certifies that the following company and system have passed the specified version 
of the Architecture Compliance Suite (ACS), in the below-stated SystemReady band.

BBSR details: BBSR v1.2

• UEFI (System ROM): version R11 v1.40 (09/21/2023)
• BMC FW: version iLO 6 1.51

• HPE Support Center
• HPE ProLiant RL300 Gen11 Server User Guide
• HPE ProLiant RL300 QuickSpecs

https://www.hpe.com/us/en/home.html
https://amperecomputing.com/products/processors
https://www.hpe.com/us/en/servers/proliant-rl-300.html
https://support.hpe.com/connect/s/?language=en_US
https://support.hpe.com/hpesc/public/docDisplay?docId=sd00002197en_us&docLocale=en_US
https://www.hpe.com/psnow/doc/a50004294enw?section=Document%20Types
https://techlibrary.hpe.com/us/en/enterprise/servers/supportmatrix/index.aspx
https://support.hpe.com/connect/s/softwaredetails?language=en_US&softwareId=MTX_dbba3cc7f8044552a8db1f4394
https://support.hpe.com/connect/s/product?language=en_US&ismnp=0&l5oid=1014682063&cep=on&kmpmoid=1014682063&tab=driversAndSoftware


SystemReady
Certificate of Compliance

Company: HPE

SoC family: Ampere Altra 64-Bit Multi-Core Arm Processor

System: HPE ProLiant RL300 Gen11

Additional information: 

ACS version: SystemReady SR ACS v1.1.0

BBR details: SBBR (BBR 1.0)

Date issued: 04/21/2023

Tested operating systems: 

Firmware version: 

BSA details: SBSA level 4

Arm SystemReady certification: SystemReady SR v2.3

This document certifies that the following company and system have passed the specified version 
of the Architecture Compliance Suite (ACS), in the below-stated SystemReady band.

• UEFI (System ROM): R11 v1.20 (04/14/2023)

• BMC FW: iLO 6 1.35 Apr 04 2023
(Note: versions reported by firmware)

• HPE Support Center

• HPE ProLiant RL300 Gen11 Server User Guide

• HPE ProLiant RL300 QuickSpecs

• RHEL 8.6 

• Ubuntu Server 22.04.2 LTS

Other Operating Systems were tested successfully for SystemReady 
compliance (as required by Arm SystemReady Requirements Specification) 
but are not currently supported on this system.

Note: For a complete list of Operating Systems supported by HPE, please 
refer to  HPE Servers OS Support and Certification website.

https://www.hpe.com/us/en/home.html
https://www.hpe.com/us/en/servers/proliant-rl-300.html
https://support.hpe.com/connect/s/softwaredetails?language=en_US&softwareId=MTX_c1c879bab0424661ac7407c5bb
https://support.hpe.com/connect/s/product?language=en_US&ismnp=0&l5oid=1014682063&cep=on&kmpmoid=1014682065&tab=driversAndSoftware
https://support.hpe.com/connect/s/?language=en_US
https://support.hpe.com/hpesc/public/docDisplay?docId=sd00002197en_us&docLocale=en_US
https://www.hpe.com/psnow/doc/a50004294enw?section=Document%20Types
https://amperecomputing.com/processors/ampere-altra
https://techlibrary.hpe.com/us/en/enterprise/servers/supportmatrix/index.aspx


SystemReady
Certificate of Compliance

Company: HPE

SoC family: Ampere Altra Max 64-Bit Multi-Core Arm Processor

System: HPE ProLiant RL300 Gen11

Additional information: 

ACS version: SystemReady SR ACS v1.1.0

BBR details: SBBR (BBR 1.0)

Date issued: 04/20/2023

Tested operating systems: 

Firmware version: 

BSA details: SBSA level 4

Arm SystemReady certification: SystemReady SR v2.3

This document certifies that the following company and system have passed the specified version 
of the Architecture Compliance Suite (ACS), in the below-stated SystemReady band.

• UEFI (System ROM): R11 v1.20 (04/14/2023)

• BMC FW: iLO 6 1.35 Apr 04 2023
(Note: versions reported by firmware)

• HPE Support Center

• HPE ProLiant RL300 Gen11 Server User Guide

• HPE ProLiant RL300 QuickSpecs

• RHEL 8.6 

• Ubuntu Server 22.04.2 LTS

Other Operating Systems were tested successfully for SystemReady 
compliance (as required by Arm SystemReady Requirements Specification) 
but are not currently supported on this system.

Note: For a complete list of Operating Systems supported by HPE, please 
refer to  HPE Servers OS Support and Certification website.

https://amperecomputing.com/processors/ampere-altra/
https://www.hpe.com/us/en/home.html
https://www.hpe.com/us/en/servers/proliant-rl-300.html
https://support.hpe.com/connect/s/softwaredetails?language=en_US&softwareId=MTX_c1c879bab0424661ac7407c5bb
https://support.hpe.com/connect/s/product?language=en_US&ismnp=0&l5oid=1014682063&cep=on&kmpmoid=1014682065&tab=driversAndSoftware
https://support.hpe.com/connect/s/?language=en_US
https://support.hpe.com/hpesc/public/docDisplay?docId=sd00002197en_us&docLocale=en_US
https://www.hpe.com/psnow/doc/a50004294enw?section=Document%20Types
https://techlibrary.hpe.com/us/en/enterprise/servers/supportmatrix/index.aspx
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